
QUICK FACTS

FACTS IN DETAIL

• Swedish made.

• 14 and 18 ton lifting capacity.

• Robust construction for increased 
durability and long service life.

• Wide range of options

• Designed for 2 and 3 axle vehicles.

• Hydraulic controlled parallelism 
between arms gives more flexible 
container handling.

• Long telescopic movements, 1400 
mm for increased reach.

• Tip hooks with pneumatic safety 
locking.

• Chains with safety lift hooks and 
shortening hooks.

• Remote control with proportional 
control gives smoother liftdumper 
movement (addition).

• Manufactured in high tensile steel 
which gives low weight and higher 
load capacity.

• Components are painted
before installation which gives both 
shorter leadtimes and better 
corrosion resistance.

• 70% water based paint is used for 
painting.

• Meets DIN standard 30 723.

• Meets VDI directive 2700 sheet 17.

Mechanical front stop

1, 2 or 3 tip hooks

Hydraulic side stop

Hydraulic load securing

Remote control

Mechanical side stop

High requirements - the 
precise offer from the North 

JOAB has been developing and manufacturing skip-loaders 
since 1967. JOAB’s new telescopic lift intro-duces a safe and 
weight optimised lift for the whole European market, with 
the functions that are needed to satisfy the demands of 
every market.  With TL14 and TL18 you get a high quality 
product that will give you many years of profitable 
ownership. 

ADDITIONAL EQUIPMENT

• Quick operation

• Remote control

• Load sensing valve

• Front wall

• Hydraulic tank in front wall

• Boom pipe

• Hydraulic side stop

• Hydraulic load securing

• 1, 2 or 3 tip hooks

• Mechanical front and side

• Net baskets

• Custome painting
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2 axle vehicle

Type TL14

Weight  3400-3600 kg

Hydraulic pressure 290 bar

Body length 3600-4200 mm

Recommended wheel base 3500-4100 mm

Telescope 1400 mm

Build height H1 332 mm

Max load from ground 
level. Run-in telescope 14 ton

Max load below ground 
level Run-in telescope 7 ton

Max load from ground level 
Run-out telescope 9 ton

Max load below ground 
level
Run-out telescope

4.5 ton

Internal measurement 
between lifting arms 2170 mm

External width 2540 mm

3 axle vehicle

Type TL18

Weight  3500-3700 kg

Hydraulic pressure 290 bar

Body length 3600-4500 mm

Recommended wheel base 2600-3300 mm

Telescope 1400 mm

Build height H1 332 mm

Max load from ground 
level. Run-in telescope 18 ton

Max load below ground 
level Run-in telescope 9 ton

Max load from ground level 
Run-out telescope 12 ton

Max load below ground 
level
Run-out telescope

6 ton

Internal measurement 
between lifting arms 2170 mm

External width 2540 mm
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